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They say big things come in small packages. They are right. The EVGA Z77 Stinger has arrived and this board brings
enthusiast features, overclocking and performance, to a mITX form factor. Features like native PCI-E 3.0, SATA 6G
and USB 3.0 are included here, along with an Intel Gigabit Network controller, Mini-DisplayPort, HODMI and more!

EVGA knows that power is critical for a performance board, no compromises were made because of the size. The
EVGA Z77 mITX features 7+1 power phases, complete with POSCAP and Solid State capacitors delivering clean,
stable power to your CPU for maximum over clocking support.

Don't let the small size fool you, the EVGA Z77 Stinger has plenty of storage options. Native USB 3.0 support
delivers super speed performance for next generation storage devices, and native SATA 6G enables maximum
performance on the latest solid-state and mechanical storage drives.

Supported CPUs - Intel® Core™ i3, Core™ i5 and Core™ i7 Socket 1155
Socket Type - LGA1155

PCH - Intel® 277

DIMM OTY - 2 DIMM Slots
Memory Type - DDR3 B00/1066/1333/1600/1866/2133MHz+
Memory Capacity - 16GB

SATA 1l 3.0Gb/s Ports/Controller - 2 / Z77 PCH
SATA Ill 6.0Gb/s Ports/Controller - 2/ Z77 PCH
E-SATA - 2 / Marvell BBSEG121

RAID Support - RAID 0, 1, 5, 10, JBOD

USB 2.0 Ports/Controller - 6 / Intel® Z77 PCH
USB 3.0 Ports/Controller - 4 / Intel® Z77 PCH
USB 3.0 Ports/Controller - 2 / ASMedia ASM1042

" Further warr:

» Supports Intel® Core™ i5 and i7 Socket 1155
Processors

= |ntel™ Z77 Chipset

* 2 DIMM Dual-Channel DDR3 2133Mhz+ (up to 16GB)

= 1 PCI Express 3.0 Graphics Expansion Slot

= & USB 2.0 Ports (two rear panel + four onboard)

* Onboard Mini-DisplayPort

= Onboard HDMI

Network Speed - 10/100/1000
Network Port/Controller - 1/ Intel 82574L

Audio - 8 Channel HD Audio
Audio Controller - Realtek ALCS98

PCI-E Slot Arrangement - 1x16
PCI-E x16 Mechanical Slots - 1
Mini PCI-E - 1

BI0S Type - AMI / UEFI
Software - EVGA E-LEET Tuning Utility

Fan Headers - 3

* 6 USB 3.0 Ports (four rear panel + two onboard)

= 2 SATA VGG Ports

= 4 SATA II/3G Ports (2 E-SATA)

* Support for SSD Caching

+ 1 Gigabit Ethernet Port (10/100/1000)

= 8 Channel High Definition Audio Optical (Audio + Optical)
* Mini-ITX Form Factor

+ One Mini PCI-E slot for half-size module

DIMENSIONS |, 1,111

* Width: 6.7in = 170.18mm
¢ Length: 6.7in — 170.18mm
+ Form Factor: Mini-ITX

accessories @5 v

= EVGA Driver Installation Disc
with EVGA E-LEET

Rear Case I/O Panel

1 SATA 3G Data Cable

1 SATA 6G Data Cable
Visual Installation Guide
Manual
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7+1 PHASE PWM POSCAP CAPACITORS E-LEET TUNING UTILITY ONBOARD CPU TEMP MONITOR HIGHER GOLD CONTENT
Lower inductance, better power delivery!

Cleanest variable power switching Higher quality, longer lifespan Adjust your overclocking in 0.5, Monitor CPU temps quickly & easily

POWER, RESET AND CLEAR CMOS MINI PCI-E
Power, reset system or BIOS settings with ease Supports hall-size module
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\ PRODUCT WARRANTY (intel, .| 'i'@mw i'htel'mm*

| This product is covered under EVGA's 3 year warranty which covers parts and labor. CHIPSET |

" Further warr: y extension is available upon registration within 30 days of purchase. 77 inside” CORE'i7 CORE'i5
For more details please visit www.evga.com/warranty
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